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OWNER'S MANUAL 


This manual will show you how to use your 
FUJIFILM DIGITAL CAMERA DS-7 correctly. 
Please follow the instructions carefully. 


WARNING 





To prevent fire or shock hazard, do not expose the unit to rain 
or moisture. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK 
DO NOT REMOVE COVER (OR BACK). 


CAUTION NO USER-SERVICEABLE PARTS INSIDE 
PO RSK GF ELECTR SHOCK D0 MOTO | 


REFER SERVING TO QUALIFIED SERVICE PERSONEL 








A This symbol is intended to alert the user to the presence of uninsulated 
‘dangerous voltage" within the product's enclosure that may be of suffici 
magnitude to constitute a risk of electric shock to persons. 








A This symbol is intended to alert the user to the presence of important 
operating and maintenance (servicing) instructions in the literature 
accompanying the appliance. 


For customers in the U.S.A. 
CAUTION 


This equipment has been tested and found to comply with the limits for a Class B digits! 

device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide ri 

protection against harmful interference in a residential installation. This equipment gen 

uses, and can radiate radio frequency eneray and, if not installed and used in accordanu « 

with the instructions, may cause harmful interference to radio communications. Howover, thin 

is no guarantee that interference will not occur in a particular installation. If this equipmunt 

does cause harmful interference to radio or television reception, which can be determi: 

turning the equipment off and on, the user is encouraged to try to correct the interferenct 

one or more of the following measures: 

—Reorient or relocate the receiving antenna 

—Increase the separation between the equipment and receiver 

—Connect the equipment into an outlet on a circuit different from that to which the recent r. 
connected 

—Consult the dealer or an experienced radio/TV technician for help. 

You are cautioned that any changes or modifications not expressly approved in this mianuisl 

could void your warranty 


For customers in Canada 


CAUTION 
This Class B digital apparatus meets all requirements of the Canadian 
Interference -Causing Equipment Regulations. 
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ATTENTION 
NICKEL-CADMIUM BATTERIES MUST BE RECYCLED OR 
DISPOSED OF PROPERLY. 
a This product that you have purchased can be used with 
rechargeable batteries. These batteries are recyclable. At the end 
Ni-Cd of their useful lives, under various state and local laws, it may be 
illegal to dispose of these batteries into the municipal waste 


‘stream. Check with your local solid waste officials for details in 
your area for recycling options or proper disposal. 


Bij dit produkt zijn batterijen geleverd. Wanneer deze leeg zijn, 
moet u ze niet weggooien maar inleveren als KCA 


EC DECLARATION OF CONFORMITY 


We 
Name: Fuji Photo Film (Europe) G.m.b.H. 
Address: Heesenstrasse 31 
40549 Dusseldorf, Germany 
declare that the product 
Product Name: FUJIFILM Digital Camera DS-7 
Manufacturer's Name: Fuji Photo Film Co., Ltd. 
Manufacturer's Address: 26-30, Nishiazabu 2-chome, Minato-ku, Tokyo 106, 
Japan 
is in conformity with the following Standards 
fety: EN60065 
EMC: £N55022: 1994 + amendment 1 Class B 
ENS0082-1: 1992 


EN61000-3-2: 1995 


following the provisions of the EMC Directive (89/336/EEC, 92/31/EEC and 
93/68/EEC) and Low Voltage Directive (73/23/EEC). 


cE 


Dusseldorf,Germany October 1,1996 = A , 





Place Date Signature/Managing Director 


Before You Use This Product (Safety Notes) 





@ Ensure that you read this Owner's Manual carefully and use the equipment 
correctly. 
Ensure that you also read the Manuals, and particularly the Safety Notes, for 
connected devices such as the AC power adaptor and other accessories, 
and that you use these devices correctly. 

@ After reading this Owner's Manual, always keep it close at hand for easy 
reference. 


About the Icons 


A number of icons are displayed both in this Owner's Manual and on the 
product. These icons are intended to ensure that the product is used safely 
and correctly, to prevent injury to the user or other persons, and to prevent 
damage to equipment or other objects. These icons and their meanings are 
explained below. Ensure that you fully understand these warnings before you 
read this manual. 


\ WARNING 


Indicates that, if this warning is ignored, Improper handling of the 
product may cause death or serlous Injury. 


A\ CAUTION 


Indicates that, if this warning Is Ignored, Improper handling of the 
product may cause personal Injury or material damage. 


Examples of Icons 


Triangular icons notify the user of information requiring attention. 
Specific details of the information are indicated graphically inside the 
icon. (The icon at left indicates that the user must beware of electric 
shocks.) 

@® Circular icons with a diagonal bar notify the user that the action 
indicated is prohibited. Specific details of the prohibited action are 
indicated graphically in or beside the icon. (The icon at left indicates 
that the device must not be disassembled.). 

€ Filled circles notify the user that an action must be performed. 
Specific details of the required action are indicated graphically in the 
icon. (The icon at left indicates that the device must be unplugged 
from the power socket.) Always observe these instructions. 





























@ Do not use this equipment when it is emitting smoke, is 
unusually hot to the touch, is emitting any unusual odor 
‘or noise, oF is in any other abnormal state. 

‘These may cause a fire or electric shock. Stop using the 


equipment immediately, switch off the power, and then 
disconnect the power supply (batteries or AC power 
adaptor). 
(if you are using the AC power adaptor, unplug the 

adaptor from the AC power outlet after you have Unplug from power 
disconnected the equipment.) 

After checking that smoke is no longer being emitted, 

contact your Fuji dealer or iocal authorized Fuji service 

facility and request repairs. Never attempt to repair the 

equipment yourself as this is dangerous. 





© Do not use this equipment if any water has entered the 
equipment. Switch off the power, and disconnect the 
power supply (batteries or AC power adaptor). 
(If you are using the AC power adaptor, unplug the MN 
adaptor from the AC power outlet after you have 
disconnected the equipment.) 
Then contact your Fuji dealer or local authorized Fuj 


service facility. If itis used in this condition, it may cause 
a fire or electric shock. 





© Do not use this equipment it any foreign objects have 
entered the equipment. Switch off the power, and then 
disconnect the power supply (batteries or AC power 


adaptor). 

(if you are using the AC power adaptor, unplug the 
adaptor from the AC power outlet after you have 
disconnected the equipment.) 

Then contact your Fuji dealer or local authorized Fuji 
service facility. If it is used in this condition, it may cause 
a fire or electric shock 





@ If this equipment has been dropped or the case has 
been damaged, switch off the power, and disconnect 
the power supply (batteries or AC power adaptor). 

(if you are using the AC power adaptor, unplug the 
adaptor from the AC power outlet after you have 
disconnected the equipment.) 

Then contact your Fuji dealer or local authorized Fuji 


service facility. If it is used in this condition, it may cause 
a fire or electric shock. 


© Do not place this equipment in unstable locations such 
as on a wobbly table or sloping surface, where it may 
fall or tip over and cause injury. 





@ Take care that this equipment is not exposed to moisture 
and that water does not get into the equipment. Take 
particular care when it is raining or snowing or when you 
are using the equipment at the beach or near water. 
Water in the camera may cause a fire or electric shock. 





© Do not insert or drop metallic or inflammable foreign 
objects into this equipment's cards slot. 
This may cause a fire or electric shock. 





@ Do not attempt to modify this equipment. 
This may cause a fire or electric shock. 





© Do not remove the cover from this equipment. 
This may cause an electric shock. 
Internal inspection, maintenance and repair should be 
carried out by your Fuji dealer or local authorized Fuji 
service facility. 





© Do not use this equipment in the bathroom. 
This may cause a fire or electric shook. 





© Do not touch the power plug during a thunder storm if 
you are using the AC power adaptor. 
This may cause an electric shock. 





@ Never use this equipment or watch the LCD (Liqui 
Crystal Display) while you are operating a moving car, 
motorcycle or bicycle 
This may cause a traffic accident 





© Do not attempt to charge the alkaline battery. 
This may cause the battery to split or leak, causing fire 
or injury. 





© Do not carry or store the battery with objects such as metal 
ens, necklaces, coins or hairpins. This may short circuit the 
positive ® and negative © poles of the battery. 
This may cause the battery to split or leak, causing fire 
or injury. 





© Do not heat or attempt to disassemble the battery, and 
do not place the battery in water or in a fire. 
Any of these may cause the battery to split or leak, 
causing fire or injury. 





© Do not subject the battery to strong impacts, such as 
hitting it with a hammer, stepping on it or dropping it. 
Any of these may cause the battery to split or leak, 
causing fire or injury. 





@ Use only the specified batteries or AC power adaptor 
specially made for use with this equipment. 
The use of other power sources may cause a fire. 
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@ Do not place this equipment in a damp or dusty place. 
This may cause a fire or electric shock. 





© Do not place this equipment in a location affected by oil 
fumes or steam, such as near a cooking stove or 
humidifier. 
This may cause a fire or electric shock. 





© Do not leave this equipment in places subject to 
extremely high temperatures, such as in a sealed 
vehicle or in direct suniight. 
Exposure to high temperatures may adversely affect the 
equipment case and internal components and cause a 
fire. 





@ Do not cover or wrap the equipment or the AC power 
adaptor with a cloth or quilt 
This may cause heat to build up and distort the case or 
cause a fire. Always use the camera and its accessories 
in well-ventilated locations 





© Do not move this equipment if it is switched on. 
(Ifyou are using the AC power adaptor, unplug the 
adaptor from the AC power outlet after you have 
switched off the camera.) 
‘Then ensure that any connector cords or cables to other 
devices are disconnected before moving the equipment. 
Failure to do so may damage the cords or cables and 
cause a fire or electrical shock. 





@ Be careful that the equipment is not bumped when it is 
being carried. 
This may cause it to malfunction. 





@ When handling this equipment, always unplug the 
equipment from the power source (batteries or AC 
power adaptor) for safety. 

(if you are using the AC power adaptor, unplug the 
adaptor from the AC power outlet after you have 
disconnected the equipment.) 

Failure to do so could result in an electric shock. 





| 
© When leaving this equipment unused for long periods, 
such as during a vacation, always unplug the equipment 
from the power source (batteries or AC power adaptor) 
tor safety. 
(Ifyou are using the AC power adaptor, unplug the 
adaptor from the AC power outlet after you have 
disconnected the camera.) 
Failure to do so could result in a fire. 





© Contact your Fuji dealer or local authorized Fuji service 
facility to request cleaning of the interior of the 
equipment every two years. 
Allowing dust to accumulate in the equipment for iong 
periods without cleaning the equipment interior may 
cause a fire or electric shock. 
Cleaning is best performed prior to seasonal periods of 
high humidity. 
Consult with your Fuji dealer or local authorized Fuji 
service facility for information on the cost of cleaning. 


® 
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‘© Do not use batteries other than those specified for use 
with your equipment, 
The use of unsuitable batteries may result in the 
batteries splitting or leaking and causing a fire, injury, or 
soiling of the battery compartment 





@ When fitting a battery into this equipment, check the 
polarity markings on the battery (® and ©) to ensure 
that you insert the battery correctly. 

Incorrect battery polarity may result in the batteries 
splitting or leaking and causing a fire, injury, or soiling 
battery compartment. 


AN 





@ Remove the batteries when this equipment will not be 
used for an extended period of time. 
The batteries may leak and cause a fire, injury, or soiling 
of the battery compartment. 
If the batteries leak, clean and wipe the battery 
compartment carefully and replace with new batteries. 
Wash your hands carefully if you touch the battery fluid. 








@ Test Shots Prior to Photography 


For particularly important photographs (such as weddings and overseas trips), 

always take a test photograph to check that the camera is functioning normally. 

* Fuji Photo Film Co., Ltd. cannot accept liability for any incidental losses (such as the costs of 
photography or the loss of income from photography) incurred as a result of faults with this 
product. 


@ Notes on Copyright 

Images recorded using your digital camera cannot be used in ways that 
infringe copyright laws without the consent of the owner, unless intended only 
for personal use. Note also that some restrictions apply to the photographing 
of stage performances, entertainments and exhibits, even when intended 
purely for personal use. Users are also asked to note that the transfer of 
memory cards containing images or data protected under copyright laws is 
only permissible within the restrictions imposed by those copyright laws. 


@ Power Supply 


In order to use this camera, 4 AA-size long-life (1,000mAh) Ni-Cd batteries or 
an AC-DS7 AC Power Adaptor is required. 
Do not use manganese or nickel-metal hydride batteries. 


@ AC Power Adaptor 


Use only the AC-DS7 AC Power Adaptor (sold separately) with your DS-7 
Digital Camera. The use of an AC adaptor other than the AC-DS7 may result in 
damage to your DS-7 Digital Camera. 


@ Notes on Using Memory Cards 


Use only the MG-2 Image Memory Card (SmartMedia). The use of cards other 
than that specified for use with your camera may result in damage to your 
camera. 


@ Notes on Using Your Digital Camera 


This product contains precision electronic parts. Do not subject to impact or 
apply shock when the image is being recorded (i.e., when “REC” or “REC- 
ECO" flashes in the upper left corner of the LCD). The image may not be 
recorded properly. 


@ Cleaning the Lens Surface 


For optimum digital camera performance, make sure that the lens surface is 
free from dust, fingerprints, and other foreign particles. Gently wipe and clean 
the lens surface regularly with a soft dry piece of cloth. 


Data that can be back on camera 


The DS-7 Digital Camera can be used to play back recorded image data or 
image data transferred from a personal computer (file names DSC00001.JPG 
to DSC30000.JPG (Exif-JPEG format) with file sizes up to 165KB). 
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WARNING ... 
Before You Use This Product (Safety Notes) .. 














Getting Ready 
Using the Carrying Strap ... 
Loading the Batteries ..... 
Using a Domestic Power Outlet 
Switching On and Switching Off 
Setting the Date and Time 
















0 Photography and CHE Economy Mode 
© Self-Timer Mode .... 
©- Single (Multi)-Frame Playback Mode 















Image Memory Cards 
Batteries .. 
Accessories Guide 
Notes on Using Your Camera Correctly 
Waming Displays 














0] 





Check the items shown below before using your camera. 


Ge 
& 
a“ 


BK-AA Battery Charger kit (1) 


* KR-3UF Ni-Cd Rechargeable 
Batteries (4) 


* AC-455F Battery Charger (1) 


MG-2 Image Memory Card (1) 
(SmartMedia) 

Accessories 

* Static-free Case (1) 

Index Labels (2 sheets) 

¢ Write-protect Seals (4) 
Operating Instructions (1) 


Carrying Strap (1) 


Owner's Manual (1) 


Interface Set (1) 

Accessories 

* CD-ROM (SD-17 Data Transfer Software and PhotoDeluxe, for Macintosh 
and Windows) (1) 

* Connection Cable for Macintosh Personal Computer (1) 

* Connection Cable for IBM PC/AT Compatible Personal Computer (1) 

* Noise Preventing Clamp (1) 

* SD-T7 Software Owner's Manual for Macintosh (1) 

* SD-T7 Software Owner's Manual for Windows (1) 
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@ Explanation of Terms 


ATA Card: APC card (type I!) that conforms to the ATA PC Card 
Standard. 

JPEG (Joint Photographics Experts Group) format: 
A file format for the compression and storage of color 
images that conforms to the international standards 
stipulated by the ITU-T (formerly The International 
Telegraph and Telephone Consultative Committee 
(CCITT)) and the International Organization for 
Standardization (ISO). The compression ratio can be 
selected, but the higher the compression ratio, the 
poorer the quality of the expanded image. 


NTSC: National Television System Committee, color television 
telecasting specifications adopted mainly in the U.S.A., 
Canada and Japan. 

PAL: Phase Alternation Line,a color television system adopted 
mainly by European countries and China. 

PC Card: A generic term for cards that meet the PC Card 
Standard. 

PC Card Standard: A standard for PC cards determined by the PCMCIA. 

PCMCIA: Personal Computer Memory Card International 
Association (US). 

SmartMedia: A term for the newly developed recording media card 


which was determined in the SSFDC Forum. 
By using the PC-AD PC Card Adaptor (sold separately), 
an SmartMedia can be used as a PC card (Type Il). 








Trademark Information 

@ IBM PC/AT is a registered trademark of IBM Corporation in the U.S.A. and 
other countries. 

@ Macintosh is a trademark of Apple Computer, Inc. 

@ PhotoDeluxe is a trademark of Adobe Systems Inc. 

@ Windows is a registered trademark of Microsoft in the U.S. and other 
countries. 
Windows is an abbreviated term referring to the Microsoft Windows 
Operating System. 

@ The other company names and product names are the trademarks or the 
registered trademarks of the various companies. 
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@ High-quality Images 
High-quality, high-resolution (640 x 480 pixels) images using original-color 
‘CDs. 


Video output* with a horizontal resolution of 400 lines. 
@ 1.8-inch LCD (Liquid-Crystal Display) 


The camera's LCD allows you to check the picture you have taken and 
show it to your friends immediately. 


@ The World’s First SmartMedia 
The DS-7 features the compact, lightweight, low-cost and high-speed 
SmartMedia. A world first. 

@ Easy-to-Use Wide-Angle Lens 
Equivalent to 38 mm lens on a 35 mm camera 

@ Compact and Lightweight 
Size: 129 x 77 x 47 mm (5.1 x 3.0 x 1.9 in.) 
Mass (Weight): 240g (8.5 02.) not including batteries. 

@ Extensive Focusing Range 
9 to 13 cm (3.5 to 5.1 in.) (macro), 45 cm (17.7 in.) to infinity 

@ Video Output* Function 
Using a video cable (pin-type) you can connect your DS-7 to a TV and view 
your images on a large screen. 

@ Choice of Resolutions 
Approximately 30 frames can be recorded in Standard mode (640 x 480 
pixels resolution). 
Approximately 60 frames can be recorded in Economy mode (320 x 240 
pixels resolution). 

@ JPEG (Exif) Format 
JPEG-standard-format images can be imported directly into applications 
running on a personal computer. The PC-AD PC Card Adaptor allows even 
greater compatibility with personal computers. 

@ PC Mode 
The Interface Set (for Macintosh or IBM PC/AT compatible personal 
computer, supplied) allows image data to be transferred to and from a 
Personal computer. 

@ Date and Time Recording/Playback Function 
The date and time of shooting are automatically recorded and displayed on 
the LCD or the TV monitor*. 

@ Unparalleled ease of operation 


*: NTSC system; U.S.A. and Canada only. 











Using the Carrying Strap 


Always use the carrying strap to avoid dropping the camera during shooting, 


Attaching the Carrying Strap 


1 Pass the end of the strap ee 
through the strap mount on | 
the camera. 












N 


Pull the strap through the ( lJ 
strap fastener. 











Using the Carrying Strap 


1 Wear the strap around your 
wrist. 
To avoid dropping the camera while 
shooting, loop the carrying strap over 
your wrist before grasping the camera 
grip. 











Use 4 AA-size long-life (1,000mAh) Ni-Cd batteries. 


1 


Press down on the [PUSH] 
button and slide the battery 
cover off. 


Load the batteries as 
indicated in the instructions 
inside the battery cover. 


Close the battery cover. 


Slide the cover back into place until the 
[PUSH] button clicks. 7 


4 IMPORTANT 


+ Do not use old and new batteries or 
batteries of different types together. 
+ Do not use manganese or nickel-metal 


™» See P. 41. 





To Obtain Maximum Use from 


‘+ Use the LCD to check the picture composition after shooting. 


* Switch the camera off as promptly as possible. 


‘To Know When to Replace the Batteries: 


‘When the batteries run low, the battery icon (=a flashes on the LCD. This icon indicates 


that the batteries need to be replaced. 














— 





In locations where a power outlet is accessible (usually indoors), the AC-DS7 
AC Power Adaptor (sold separately) provided especially for the DS-7 can be 
used to photograph and play back images for extended periods. 

You should also use the AC power adaptor when you connect your DS-7 to a 
personal computer. 


Plug the adaptor into the 
1 power outlet. a 
The socket-outlet shall installed near O 


the equipment and shall be easily 
accessible. 

The shapes of the AC power adaptor, 
the plug and socket-outlet depends on 
the country use. 


2 Insert the AC power adaptor 


plug into the DC IN 6V socket 
on the camera. 


4 IMPORTANT 


Ensure that you do not touch the metal 
‘components on the camera body or AC 
power adaptor with any metal object as this 
could cause a short circuit. 








Use only the AC-DS7 AC Power 
Adaptor (sold separately) with your DS- 
7 Digital Camera. The use of an AC 
adaptor other than the AC-DS7 may 
result in damage to your DS-7 Digital 
Camera. 
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Load the memory card. 


© Open the card cover and load the 
memory card. 
Hold the card with the slot upwards 
and slowly push it all the way into 
the card holder. 


4 IMPORTANT 


Regardless of the mode used, opening the 
card cover switches the camera off. 


@ Close the card cover. 





Switch the camera on. 


Slide the switch in the direction 
indicated by the arrow and then 
release. 


Switch the camera off. 


Slide the switch in the direction 
indicated by the arrow and then 
release. 





Remove the image memory 
card. 


Close the card cover. 








The DS-7 can record the date and time at which images are photographed on 
the image memory card along with the image data. The date and time are 
stored in the camera's memory. If you remove the batteries for more than 5 
minutes, you must reset the date and time. 

Date: Automatic calendar (two-digit display) 

Time: 12-hour format 


1 In Gi (photography) mode, 


hold down the [+] and [-] GH 
buttons for 3 seconds or (*) oe 
more. (Jo. on 
The “Year” display appears on the & 
LCD. 


2 Use the [+] button to change 
the year and the [-] button to 
set the selected year. 


Pressing the [+] button advances the 
number shown. Pressing the [-] button 
sets the selected number and moves 
to the next setting. 

Use the same procedure to set the 
month, day and time. 


If you advance beyond the number you wish to 
set, keep pressing the [+] button. When the 
highest number is reached, the display will go 
back to the lowest number. (For example, 
when setting the month, the display goes from 
12 back to 1.) 


3 Finally, set the number for 
“Minutes” and press the [-] \-) 
button. 
The date and time are now set. 


Switching the Date and Time Display On and Off 


Pressing the [+] button switches the date display on and off. 
When no date is set, “—.—.—" is displayed. 
Pressing the [-] button switches the time display on and off. 
When no time is set, “—:—:—" is displayed. 
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Set the mode dial to O or 
tO. 


Video-type images (60 fields / second) 
are displayed on the LCD. 

The image resolution is 640 x 480 
pixels in (3 mode, and 320 x 240 pixels 
in (290 mode, and the portion of the 
image in the white frame on the LCD is 
photographed. 

When selecting the mode, bear in mind 
that the quality of the image played 
back varies depending on the 
resolution. Any combination of 
resolutions can be photographed and 
stored on the same image memory 
card. 


PATROL 


* When you change the image quality mode, 
the remaining frames number displayed in 
the top-right corner of the LCD also 


changes. “ 
*If the battery icon <a is flashing, 
replace the batteries. 


‘* The [DISP/EXE] button switches the display 
of the recording mode and the number of 
frames remaining on and oft. 

«If the camera is not used in any way for two 
minutes or more, the Auto Power Off function 
switches the camera off. 


Adjust the brightness of the 
LCD. 


Use the monitor brightness adjustment 
dial to set the monitor to a readily 
visible brightness. 


The monitor brightness adjustment dial does 
‘not adjust the brightness of recorded images. 


You are now ready to take 
pictures. 
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Use the focus selector button 
to select the correct focal 
distance. 

Set the focus for the correct focal 
distance. 

®& (Macro): 9 to 13 cm (3.5 to 5.1 in.) 
& (Near): 45 to 90 cm (17.7 to 35.4 in.) 
aA (Far): 90 cm (35.4 in.) to infinity 


The focal distance is measured from the front 
surface of the lens to the object being 
photographed. 


Press the shutter button. 





A still image is displayed for 
approximately 9 seconds. 

“REC” or “REC-ECO" flashes in the 
upper left corner of the LCD while the 
image is being recorded. 

Photographs cannot be taken while the 
display is flashing. 

When the “REC” or “REC-ECO" display 
stops flashing, the camera is ready for 
the next shot. 


4 IMPORTANT 


+ Never open the card cover while an image is being recorded as this could 
damage the card or corrupt the data on the card. 

* When taking pictures indoors, the brightness of the image may be affected by 
the flicker of fluorescent lighting. 





Selecting the Aperture 


1 





Select the aperture. Con 


If the overexposure warning ( @+ ) 
appears on the LCD, change the 
setting to @ (F8). 
If the underexposure warning ( +O ) 
appears on the LCD, change the 
setting to G (F2.2). 
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© Photography and C300 Economy Mode 








Auto Power-Off Function 


To prevent the depletion of the batteries and the waste of power when the AC 
power adaptor is used, the camera automatically switches itself off if it is not 
used for two minutes or more 

The Auto Power Off function does not operate in Auto-Playback or PC mode. 


To disable the Auto Power Off function in all modes, hold the [DISP/EXE] button down while 


‘switching the camera on. 
Switching the camera off and then on again re-enabies the Auto Power Off function. 


‘ame Numbers 


* Frame numbers are automatically assigned to each frame photographed. 

* Frame numbers run from 00001 to 30000 

* If photographs are taken without first erasing all previous frames, the frame 
numbers continue from the last frame shot. 











Example: If 30 frames are shot and all but one are then erased, the frame 
number assigned to the next photograph taken is 31 


© The frame numbers are displayed in the top-right corner of the LCD during 
playback. 
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Set the mode dial to ©. 


Press the shutter button. 


The self-timer lamp displays the 
countdown. 

The shutter opens after 10 seconds. 
(The lamp stays on for 5 seconds and 
then flashes for 5 seconds.) 





Set the mode dial to something other 
than 


4 IMPORTANT 


Opening the card cover during self timer 
‘operation switches the camera off. 
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©) Single (Multi)-Frame Playback Mode 


© The DS-7 automatically determines the image quality mode used for playback 
and can move forward or back through the images one frame at a time. 

* Use the AC-DS7 AC Power Adaptor (sold separately) to play back images 
for extended periods. 


To View Images on a TV monitor 


To view images on a TV monitor", first 


connect the camera to the TV monitor. 
*: NTSC system; U.S.A. and Canada only. 


1 Switch the camera off and 
plug the video cable 
(commercially available) into 
the VIDEO OUT socket on the 
camera. 
Always switch devices off when 
connecting them together. 

2 Plug the other end of the 
video cable into the video 
input socket on the TV 
monitor. 




















1 Set the mode dial to ). 


The last recorded frame is played 
back. 


2 Use the [+] or [—] button to 
move to the frame to be 
played back. 


[+]: Move forward one frame 

(4: Move backward one frame 
Unrecorded frames are skipped during 
playback. 

If no frames have been recorded, 
"00000" is displayed. 
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Multi-Frame Playback 


1 





The [DISP/EXE] button switches the display of 
the playback mode and the number of the 
frame being played back on and off 





During single-frame 
playback, press the [+] and 
[-] buttons at the same time. 


Nine-screen multi-frame playback (*) 

begins. 

[+]: Selects the next frame. Returns to (-} 
the first frame when the last frame 
is reached. 

(41: Selects the previous frame. Returns 
to the last frame when the first 
frame is reached. 





To Revert to Single-Frame Playback 





Press the [+] and [-] buttons at the 
same time again. A single frame is then 
displayed on the monitor. 


‘Some interference may appear on the TV 
screen when you switch to playback mode. 
This is not a fault. 


Multi-frame playback is also possible in 
Protected mode. (=pSee P.29.) 
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In this mode, the DS-7 automatically plays back consecutive frames. You can 
select 3, 5 or 10 seconds as the interval between frames. 


1 Set the mode dial to =. 


The “AUTO PLAY" settings screen 
appears on the LCD. 


2 Use the [+] or [-] button to 
select the frame interval and 
then press the [DISP/EXE] 
button. 
Automatic playback begins. 
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Protected mode assigns the read-only status to image data to prevent images 


from being inadvertently erased. 


4 IMPORTANT 


Read-only data is erased when the card is initialized (formatted). (= See P.31.) 


1 Set the mode dial to @. 


Mult-frame playback is also possible in 
Protected mode. (= See P.27.) 


2 Use the [+] or [—] button to 
select the frame to be 
protected and then press the 
[DISP/EXE] button. 


The read-only status is assigned to the 
frame and the protection icon @ is 
displayed on the LCD. 


To Remove the Protection 


1 Press the [DISP/EXE] button 
at the protected frame. 
The protection icon @ disappears. 


See "Write Protection” (= See P.32). 








> 
Ca oy 


() 
\ 








In PC mode, the camera can be connected to a personal computer using the 
special cable and image data can then be transferred. 

This operation requires the Interface Set (for Macintosh or IBM PC/AT 
compatibale personal computer, supplied). Use of the AC-DS7 AC Power 
Adaptor (sold separately) is also recommended. 


1 


2 


Switch the camera off and 
plug the special cable into 
the DIGITAL socket on the 
camera. 


Always switch devices off when 
connecting them together. 


Set the mode dial to icon. 


“PC MODE" appears on the LCD. All 
subsequent operations are performed 
from the personal computer. 

Refer to the manuals provided with the 
Interface Set for further information. 


4 IMPORTANT 


«The Gaia thet Gan be exchanged bebiesn 
the DS-7 and a personal computer is 
limited to files with the file names 
DSC00001.JPG to DSC30000.JPG (Exif- 
JPEG format) that are no larger than 
165KB. 

* If the power is switched off during data 
transmission, the image data will not be 
received correctly. 





& Notes On Using Memory Cari 





*To use a card for taking photographs using the DS-7, the memory card must be 
initialized in the camera. 

+ When a card is initialized in the camera, a folder (directory) called “IMFIDX10” 
is created. Image data is then recorded in this folder. 

Do not change or delete the folder or file names on the memory card from the 
personal computer as this will make it impossible to use the memory card in 
the camera. 

+ Always use the camera to delete the image data on a memory card. 

* To edit image data, copy the image data to the computer's hard disk and then 
edit the copied data. 

+ To record image data from the personal computer onto a memory card, use the 
software provided by FUJIFILM. 

For details, refer to the Manuals for the FUJIFILM software. 
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In Erase mode, you can erase single frames, all the frames on a card, or 
initialize (format) a card. When using an image memory card for the first time, 
always initialize the card before use. 


1 Set the mode dial to ERASE. 
20 


ay ® 


The ERASE menu appears on the LCD. 


2 Use the [+] and [—] buttons to 
select the desired function 
and then press the 
[DISP/EXE] button. 
FRAME: Erase 1 frame. 


ALL: Erase all the frames. 
FORMAT: Initialize (format) a card. 





* The FRAME, ALL and FORMAT functions 
cannot be used with cards that are write- 


protected. 
+The FRAME and ALL functions cannot be 
used to erase read-only data. 
+ Cards that contain read-only data can still 
be initialized. When you initialize a card, 
a8 he deta, inctucog any rac-onky dat, 
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Image Memory Cards 





Compatible Memory Cards 


Use only MG-2 Image Memory Cards (SmartMedia). 
By using the PC-AD PC Card Adaptor (sold separately), an MG-2 Image 
Memory Card can be used as a PC Card Standard ATA-compliant PC card 


(Type tl). 


A IMPORTANT 


‘Always refer to the Manual for the image memory card also. 


Write Protection 


To prevent the inadvertent erasing of 
important data, stick a write-protect seal over 

the write-protect slot on the memory card CTT TT] 

This seal makes it impossible to record data [itt 

to or erase data from the card. 

To record or erase data, remove the seal © 


A IMPORTANT 


The write protection may not function if the seal 
becomes led. Use a dry lint-free cloth to wipe 
away any soiling. : 


Using a New Card 


@ Initializing the Card 
To record data on a new card, you must first initialize the card. (™> See P.31.) 


Initializing a card refers to the process of overlaying a format on the card so 
that data can be recorded (written) onto the card 
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Notes on Using Memory Cards 





@ Storing Data 


¢ In the situations listed below, recorded data may be erased (destroyed). 

Please note that FUJIFILM accepts no responsibility whatsoever for the 

loss (destruction) of recorded data. 

When the card is used incorrectly by the owner or a third party. 

* When the card is exposed to static electricity or electrical noise. 

* When the card cover is opened or the card is removed and the camera 
switched off during data recording, during data erasing (card 
initialization) or during frame advance when images are being played 
back. 

© Back up important data onto another medium (MO disk, floppy disk, hard 
disk, etc.). 


@ Notes on Handling Memory Cards 


* Never open the card cover or remove the card, thereby switching the 
camera off, during data recording, during data erasing (card initialization) or 
during frame advance when images are being played back. These actions 
could result in damage to the card. 

* Use only the card specified for use with the DS-7. The use of other cards 
could damage the camera. 

* Memory cards are precision electronic devices. Do not bend, drop, or 
subject cards to excessive shocks. 

* Do not use or store memory cards in environments likely to be affected by 
strong static electricity or electrical noise. 

* Do not use or store memory cards in very hot, humid or corrosive 
environments. 

Take care not to touch the card's contact surfaces or allow the surfaces to 
become soiled. Use a dry lint-free cloth to wipe away any soiling that does 
occur. 

* To avoid exposing the card to static electricity when you carry or store it, 
always keep the card in the special static-free case provided. Use a storage 
case if available. 

* Do not carry memory cards in locations such as a trouser pocket. This 
could subject the card to excessive force when you sit down, thereby 
damaging the card. 

* Acard may feel warm when it is removed from the camera after extended 
periods in recording or playback mode. This is not a fault. 


Note the points listed below when 
using batteries. 

Read the battery instructions and 
safety notes carefully to ensure that 
you use the batteries correctly. 


* In cold locations, the time for which the 
batteries can be used is shorter. In 
addition, repeatedly turning the camera 
‘on and off consumes battery power even 
‘when no photographs are taken. 

* To obtain maximum use from your 
batteries, switch the camera off as 
promptly as possible. Use the LCD to 
check the picture composition after 
shooting. 

* To increase the time for which batteries 
can be used in cold locations, warm the 
batteries by placing them in your pocket 
and then load them into the camera just 
before you take the pictures. If you are 
using a heating pad, take care not to 
place the batteries directly against the 
pad 








Use long-life (1,000mAh) Ni-Cd 

batteries. 

‘* The capacity of alkaline batteries varies 
greatly depending on the brand. Some 
brands may have significantly shorter 
lives than those supplied with your DS-7 
camera. 

* Do not use manganese or nickel-metal 
hydride batteries. 

Due to their extremely low capacity, the 
life of manganese batteries, if they 
operate at all, will be only a fraction of 
that obtained from Ni-Cd batteries. 

* Do not use new batteries together with 
used batteries and do not use batteries 
of different types together. 





* Remove the batteries from the camera if 
the camera will not be used for a long 
period. 

* If any liquid at all leaks from the batteries, 
wipe the battery compartment thoroughly i 
and then load new batteries. 

* Always keep the contact terminals 
clean. 

Soiled terminals shorten the life of the 
batteries. If the batteries have not been 
used for a long period or if the 
terminals are soiled, load and remove 
the batteries several times to improve 
the terminal contact. 

* Store the batteries in a cool dry place. If 
left for long periods in a hot place, the 
batteries will discharge and the battery 
life will be shortened. 


« If the batteries are used for a long period, 
the camera grip and the batteries 
themselves may become warm. This is 
not a fault. For long periods of 
photography or playback, use the AD- 
DS7 AC Power Adaptor (sold separately). 

* When the camera is used in hot 
conditions, a safety feature operates that 
switches the camera off as a protective 
measure. This is not a fault. Wait until the 
‘camera cools down again and switch it 
back on. 





The optional accessories (sold separately) can make taking pictures with the 
DS-7 even easier. For information on how to attach and use the accessories, 
refer to the instructions provided with the accessory used. 





[AC-DS7 AC Power Adaptor 


Use this adaptor for extended periods of 
photography or playback. 


The shapes of the AC power adaptor and the 
plug depend on the country use. 








LMG-2 Image Memory Card 


This is a separately available image memory 
card (SmartMedia). 





PC-AD PC Card Adaptor 





The PC-AD PC Card Adaptor allows the MG-2 
Image Memory Card to be used as a PC Card 
Standard ATA-compliant PC card (Type II). 





SC-DS7 Soft Case 


This case can be used when carrying the 


camera to protect it from dust, dirt and mild 
impact. 








[_KR-3UF Ni-Cd Rechargeable Battery | 


KR-3UF is a long-life (1,000 mAh) Ni-Cd 
battery. 


Part No.4KR-3UF: 
Batteries KR-3UF x 4 
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Be sure to read this information in 
conjunction with “Safety Notes” (P.4) 
to ensure that you use your camera 
correctly. 


@ Places to Avoid 


Do not store or use the camera in 
the following types of locations: 
* Very humid, dirty or dusty places 
In direct sunlight or in places 
subject to extreme temperature 
rises, such as in a closed car in 
summer. In extremely cold places 
* Places subject to strong vibrations 
* Places affected by smoke or 
steam 
* Places subject to strong magnetic 
fields (such as close to motors, 
transformers or magnets) 
* For long periods in contact with 
chemicals such as pesticides or 
next to rubber or vinyl products 


@ Do not expose the camera 
to sand. 


The DS-7 is particularly adversely 
affected by sand. In sandy locations 
such as beaches or deserts, or in 
locations where there is windborne 
sand, ensure that the camera is not 
exposed to sand. This can cause 
faults that may be irreparable. 


@ Notes on Condensation 


\f the camera is carried suddenly 
from a cold location into a warm 
place, water droplets (condensation) 
may form on the inside of the 
camera or on the lens. When this 
occurs, switch the camera off and 
wait an hour before using the 
camera. Condensation may also 
form on the image memory card. In 
this event, remove the card and wait 
a short time before using it again. 
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@ When the Camera is 
Unused for Long Periods 


If you do not intend to use the 
camera for a long period, remove 
the batteries and the image memory 
card before storing the camera. 


@ Care of Your Camera 


* Use a blower brush remove dust 
from the lens and LCD and then 
wipe lightly with a dry lint-free 
cloth. If any soiling remains, apply 
a small amount of lens cleaning 
liquid to a piece of FUJIFILM lens 
cleaning paper and wipe gently. 

© Do not scrape the LCD with a 
hard object as the surface 
scratches easily. 

* Clean the body of the camera with 
a soft dry cloth. Do not use volatile 
substances such as thinners, 
benzine or insecticide, as these 
may react with camera body and 
cause deformation or remove the 
coating. 


@ When Taking an Airplane 


When taking an airplane, do not 
place your camera in the check-in 
baggage. Luggage handling at 
airports may subject baggage to 
violent shocks, and the camera may 
be damaged internally even when 
no external damage is visible. 


Camera batteries depleted. 





No batteries loaded. 
Batteries defective or depleted. 





No card loaded. 
(Appears when the shutter button is, 
pressed in photography mode.) 


Card not initialized. 
CARD NOT (Appears when the shutter button is 
INITIALIZED pressed in photography mode.) 





Wrong card format. 
Card error. 
CARD ‘The card cover was opened and the 
ERROR ‘camera turned off during recording, 
erasing, or during frame advance in 
playback mode. 





CARD No free memory available. 
(Appears when the shutter button is 
FULL pressed.) 


PROTECTED 





‘The card is write-protected. 





‘The data played back was not 
recorded correctly. 





UNMATCHED ‘The frame played back is not data 
DATA recorded by the camera. 





Image overexposed. 





Image underexposed. 


Flashes | At power on in 
we Photoorephy Date not set. 








@ Before you decide the camera is faulty, check the following once more: 


* Batteries need replacing. 


* The AC power adaptor 
plug has come out of the 
power socket. 


* Replace with charged 
batteries. 
¢ Plug the adaptor back in. 





Power cuts out 
during operation. 


¢ Batteries need replacing. 


The camera is being used 
in a hot location and the 
camera's safety cutout 
operated. 


* Replace with charged 
batteries. 

* Wait a few minutes until 
the camera has cooled 
down and then switch it 
on again. 





Battery runs out 


quickly. 


* The camera is being used 
in extremely cold 
conditions 


You are using manganese 
batteries. 


¢ Place the batteries in your 
pocket to warm them. 
Then load the batteries 
just before taking the 
picture. 

* Use long-life (1,000mAh) 
Ni-Cd batteries. The 
capacity of alkaline 
batteries varies greatly 
depending on the brand 
and temperature 
condition. 





No photograph is 
taken when the 
shutter button is 
pressed. 





* No card is loaded. 

* All the frames on the card 
have been recorded. 

* The card is write- 
protected. 

* The card is not initialized. 

The memory card is old 
and needs replacing. 

* The camera is not 
switched on. 

° Batteries need replacing. 

* The mode is not 
photography mode. 








* Load a card. 

Load new card or erase a 
frame. 

Remove the write- 
protection. 

* Initialize the card. 

* Load a new card. 


* Switch the camera on. 
« Replace the batteries. 


* Set the camera to 
photography mode. 


The playback 
screen is too 
bright. 


© The image is 
overexposed. 


* Set the aperture to @(F8) 
and take the picture 
again. 





The image played 
back is blurred. 


* The lens is soiled. 


* Clean the lens. 





| cannot erase 
frames or initialize 
the card. 


The card is write- 
protected. 

© You are trying to erase 
read-only data. 


* Remove the write- 
protection. 

« Remove the protected 
status. 





The playback 
image does not 
appear on the LCD 
or TV screen’. 


¢ The video cable is not 
connected to the camera 
and/or the TV monitor*. 

The card being used for 
playback does not contain 
correctly recorded 
images. 

The images on the card 
were not recorded on this 
camera. 





* Connect the cable 
correctly. 





Nothing happens 
when | press the 
camera buttons 
and switches. 





© Camera operation error. 





* NTSC System; U.S.A. and Canada only. 
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* Remove the power source 
(batteries). Then reload 
the batteries and try 
again. 





Specifications * These specitications are subject to change without notice. 


Model type: 
Recording media: 


Digital camera 
MG-2 Image Memory Card (SmartMedia) 


Number of frames recorded: 


Recording format: 
Horizontal resolution: 
Scanning resolution: 
Pickup Elements: 
Lens: 

Focal distance: 
Sensitivity: 

Exposure control: 
White balance: 

Focal range: 


Electronic shutter: 
Self-timer: 


Erase methods: 





Approx. 30 (Standard: 640 x 480 pixels) 

Approx. 60 (Economy: 320 x 240 pixels) 

JPEG standard (Exif) 

400 lines or better, frame recording 

640 x 480 pixels or 320 x 240 pixels 

4/3-inch CCD square pixel VGA full-pixel read format 
TV-Fujinon fixed-focus F2.2, F8 

f = 5.7 mm (equivalent to 38 mm on a 35mm camera) 
Equivalent to ISO 100 

TTL metering, aperture-priority AE 

Automatic 

Macro: 9 to 13 cm (3.5 to 5.1 in.) 

Near: 45 to 90 cm (17.7 to 35.4 in.) 

Far: 90 cm (35.4 in.) to infinity 

Variable-speed, 1/4 to 1/5000 sec. 

Electronically controlled; operation time approx. 10 
sec. (can be cancelled during countdown), action 
verifiable by a lamp 

Single-frame erase, All-frame erase, Card initialization 
Electronic buzzer 


D (Liquid-Crystal Display) 


1.8-inch, high color-saturation color filter type 
Number of frames remaining, operation mode, 
Date and time 
(U.S.A and Canada models: month / day / year) 
(Europe model: day / month / year) 
Battery and card warnings, playback mode 
(playback frame number), erase (initialize) mode 


Input/Output Ports 


VIDEO OUT port: 


Pin-jack (1), 1 Vp-p, 75Q, unbalanced, synchronized 
negative (NTSC system; U.S.A. and Canada only.) 


DIGITAL (RS-232C) port: 


Stereo mini-mini-jack (9 2.5 mm) (1), for image data 
input/output with a personal computer 
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Power Supply and Others 


Power supply voltage: 4 AA-size long-life (1,000mAh) Ni-Cd batteries 
Alternatively, 6 V DC using AC-DS7 AC Power 
Adaptor (sold separately) 
Number of frames that can be photographed: 
Long-life (1,000mAh) Ni-Cd batteries*: Approx. 60 
frames 
* These figures indicate the frames that can be shot 
at a rate of 1 frame per minute and with power 
supplied at room temperature. Note that actual 
performance may differ due to variations in battery 
capacity at different operating temperatures. 
Available playback time: 
Long-life (1,000mAh) Ni-Cd batteries": Approx. 1 
hour 
These figures indicate the playback time for 
continuous playback at room temperature. Note 
that actual performance may differ due to variations 
in battery capacity at different operating 
temperatures. 
Conditions for use: Temperature: 0°C to +40°C (+32°F to +104°F), 
80% humidity or less (no condensation) 
Camera body dimensions (W/H/D): 
129 x 77 x 47 mm (5.1 x3.0 x1.9 in.) 
(not including accessories) 
Camera body mass (weight): 
Approx. 240 g (8.5 oz.) 
(not including accessories, batteries or card) 


Accessories: See P.12. 
Accessories (sold separately): 
See P.35. 


* FUJIFILM KR-3UF Ni-Cd Rechargeable batteries used. j 
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By using the DS-7 together with other FUJIFILM products, your system can be 
expanded to fill a wide range of uses. 





TV Monitor 
(commercially available) 


DS-7 Digital Camera 









Video output" 


Digital input/output NC-2 Digita/Video Printer** 


‘SD-T7 Data transfer 
software 
(supplied with the DS-7) 





NC-2 Digital/Video Printer* 
NC-3D Digital Printer*** 


(PC card slot) 





*: NTSC system; U.S.A. and Canada only. ‘ersonal computer 
**: Available in U.S.A. and Canada only. ebaaesbor ‘avallable) 
***: Available in Europe only. 
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